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Technical Requirements: Aerial Hoop 

The length is typically 6-7 minutes, however it can be adapted to fit different criteria. The 
act can be adapted to last anywhere between 3.5 and 7 minutes. 

The original number includes different heights and requires a pulley system; as well as an experienced coach 
or rigger to pull the act. However if this is not available, the act can be adjusted to remain at a fixed height 
(no pulley system or height adjustments). 

• Unless otherwise specified, the artist will supply her own aerial apparatus, costume, makeup 
and rigging equipment (two carabiners, and a swivel).
- If the rigging equipment is provided by the client, all equipment must be in very good
condition and rated as specified in the schematic below.
- If the aerial installation is completed without the artist’s presence, a certificated professional
rigger must conduct the installation.
- The artist reserves the right to verify all equipment prior to installation at all times.
- The minimum height from the main rigging point to the floor is 4 m, however in an ideal 
situation, the minimum height would start at 4.6 m.
• The aerial hoop act requires a minimum 3 m diameter of floor space surrounding the central 

aerial point. 

• The client is accountable and liable for supplying a secure rigging structure, rated at:
- 500 kg Safe Working Load or 2500 kg Min Breaking Strength for the two ceiling points.
- 350 kg Safe Working Load or 1800 kg Min Breaking Strength for the anchor (floor) point.
(technical schematic below)
• If the rigging structure provided by the client fails to be secure, and in any way causes an 
accident related to the setup, ceiling, floor, or the provided rigging equipment, it is the direct 
responsibility and liability of the venue or the client. Additionally, if the artist or artist’s 
equipment is thereby injured or damaged, it also becomes the client’s liability.

• The client must provide:
- Safe access to rigging if carried out by the artist.
- Audio equipment to play the artist’s act music (with iPod/USB adapter/ CD)
- A dressing room (with a bathroom, sink, drinking water, mirror, adequate lighting
and floor space in which to warm up before performing)

A signed contract between both the client and artist outlining the above terms (and other details) is also 
required before the performance. 
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Without Height changes:
 

With Height Changes: 

-Requires 3 solid and verified rigging points (500 working load capacity)

7.5 ft. 

3 ft. 

4 ft. 

14.5 ft 
4.6 m

= Carabiners and swivel 

= Solid rigging point 

-Act can be customized 
to various spaces, 
heights, and themes 
upon request 
-Ideal height: 15 feet 
(4.6 m) 
-Minimum height: 13 
feet (4 m) 
-Requires one solid and 
verified ceiling point

9.8 ft / 3 m

= Carabiners and swivel 

= pulley wheel

Minimum height: 14.5 ft / 4.6 m
Ideal height: 21.3 ft / 6.5 m

10.5 ft / 3.2 m

Working Load: 500 kg
Minimum Breaking strength: 2500 kg

Working Load: 350 kg
Minimum Breaking Strength: 1800 kg

Working Load: 500 kg
Minimum Breaking strength: 2500 kg


