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• The client is accountable and liable for supplying a secure 
rigging structure, rated at:
- 500 kg Safe Working Load or 2500 kg Min Breaking 
Strength for the two ceiling points.
- 350 kg Safe Working Load or 1800 kg Min Breaking 
Strength for the anchor (floor) point.
(technical schematic below)
• If the rigging structure provided by the client fails to be 
secure, and in any way causes an
accident related to the setup, ceiling, floor, or the provided 
rigging equipment, it is the direct
responsibility and liability of the venue or the client. 
Additionally, if the artist or artist’s
equipment is thereby injured or damaged, it also becomes 
the client’s liability.

• The client must provide:
- Safe access to rigging if carried out by the artist.
- Audio equipment to play the artist’s act music (with iPod/
USB adapter/ CD)
- A dressing room (with a bathroom, sink, drinking water, 
mirror, adequate lighting
and floor space in which to warm up before performing)
A signed contract between both the client and artist 
outlining the above terms (and other details) is also
required before the performance.

Additional Measurements and Information

Please Note
*Alyssa can also perform on a single hoop, with a pulley system 
or at a fixed height. To see the technical specifications for 
Alyssa’s single hoop performances, email 
bunce.alyssa@gmail.com or visit www.alyssabunce.com. 

*The above measurements arrive in an ideal situation. The act 
can be preformed on two hoops within approximately 1 meter of 
the noted distances from one another

*This diagram is not to scale
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Information
-The above dimensions arrive in an ideal situation. The act can 
be preformed on two hoops within approximately 1 meter of 
the noted distances from one another. 
-In an ideal situation, the hoops shown in the diagram are 
rigged on the same plane. 
-Both hoops may remain at a fixed height in the act; a pulley 
system is not required. 

Working Load: 500 kg
Minimum Breaking strength: 2500 kg

4.8 m

91 cm

83.5 cm

2.28m

91.4cm 

- The minimum height from the main rigging 
point to the floor is 4 m, however in an ideal
situation, the minimum height would start at 
4.6 m.

Example of a Fixed Ceiling Point System (2/3 Hoops) 
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Working Load: 350 kg
Minimum Breaking Strength: 1800 kg

Working Load: 350 kg
Minimum Breaking Strength: 1800 kg

= Carabiners and swivel 

= pulley wheel

= solid floor 
attachment point

Example of a 3 Pulley System
Each Hoop must be attached to its own secure and verified pulley system. The pulley system must be attached to a secure 
floor anchor point. Each system must have a working load of 350 kg and a minimum breaking strength of 1800 kg. 

88.5 cm

- The minimum height from the main rigging 
point to the floor is 4 m, however in an ideal
situation, the minimum height would start at 
4.6 m.


